


Attestation of Conformity
No. E8A 113942 0001 Rev. 00

Page 2 of 3

After preparation of the necessary technical documentation as well as the EU Declaration of 
conformity the required CE marking can be affixed on the product. That Declaration of conformity 
is issued under the sole responsibility of the manufacturer. Other relevant EU-directives have to be 
observed.

TÜV SÜD Product Service GmbH � Certification Body � Ridlerstraße 65 � 80339 Munich � Germany

Model(s): CX-6610, CX-6610-1, CX-6611, CX-6611-1, 

CX-6612, CX-6612-1, CX-6613, CX-6613-1, 

CX-6614, CX-6614-1, CX-6615, CX-6615-1, 

CX-6616, CX-6616-1, CX-6617, CX-6617-1, 

CX-6618, CX-6618-1, CX-6619, CX-6619-1, 

CX-6620, CX-6620-1, CX-6620S, CX-6620S-1, 

CX-6621, CX-6621-1, CX-6621B, CX-6621B-1, 

CX-6622, CX-6622-1, CX-6623, CX-6623B, 

CX-6623B-1, CX-6624, CX-6624-1, CX-6625, 

CX-6625-1, CX-6626, CX-6626-1, CX-6627, 

CX-6627-1, CX-6628, CX-6628-1, CX-6628-2, 

CX-6629, CX-6631, CX-6631-1, CX-6632, 

CX-6632-1, CX-6635, CX-6635-1, CX-6635-2, 

CX-6637, CX-6637-1, CX-6637-2, CX-6638, 

CX-6638-1, CX-6639, CX-6640, CX-6640-1, 

CX-6642, CX-6642-1, CX-6643, CX-6645, 

CX-6645-1, CX-6646, CX-6646-1, CX-6651, 

CX-6651-1, CX-6651-2, CX-6652, CX-6652-1, 

CX-6652-2, CX-6658, CX-6658-1, CX-6658-2, 

CX-6661, CX-6661-1, CX-6662, CX-6662-1, 

CX-6666, CX-6666-1, CX-6666-2, CX-6667, 

CX-6667-1, CX-6668, CX-6668-1, CX-6668-2, 

CX-6692, CX-6669, CX-6669-1, CX-6669-2, 

CX-6670, CX- 6670-1, CX-6670-2, CX-6601, 

CX-6602, CX-6676, CX-6676-1, CX-6676- 2, 

CX-6678, CX-6678-1, CX-6678-2
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Description of

Object:

Rated Voltage: 220-240V~
Rated Frequency: 50-60Hz
Rated Power: 120W for models CX-6610, CX-6611, 
                       CX-6612, CX-6613, CX-6615, CX-6616, 
                       CX-6617, CX-6618, CX-6619, CX-6620, 
                       CX-6620S, CX-6621B, CX-6623B, 
                       CX-6625, CX-6626, CX-6627, CX-6631, 
                       CX-6632, CX-6635, CX-6640, CX-6642, 
                       CX-6643, CX-6645, CX-6646
                       150W for models CX-6610-1, CX-6611-1, 
                       CX-6612-1, CX-6613-1, CX-6614, 
                       CX-6615-1, CX-6616-1, CX-6617-1, 
                       CX-6618-1, CX-6619-1, CX-6620-1, 
                       CX-6620S-1, CX-6621, CX-6621B-1, 
                       CX-6622, CX-6623, CX-6623B-1, CX-6624, 
                       CX-6625-1, CX-6626-1, CX-6627-1, 
                       CX-6628, CX-6631-1, CX-6632-1, 
                       CX-6635-1, CX-6638, CX-6639, CX-6640-1, 
                       CX-6642-1, CX-6645-1, CX-6646-1
                       200W for models CX-6614-1, CX-6621-1, 
                       CX-6622-1, CX-6624-1, CX-6628-1, 
                       CX-6629, CX-6635-2, CX-6637, CX-6638-1, 
                       CX-6651, CX-6652, CX-6658, CX-6661, 
                       CX-6662, CX-6666, CX-6667, CX-6668, 
                       CX-6692, CX-6669, CX- 6670, CX-6601, 
                       CX-6602, CX-6676, CX-6678
                       250W for models CX-6628-2, CX-6637-1, 
                       CX-6651-1, CX-6652-1, CX-6658-1, CX-6661-1, 
                       CX-6662-1, CX-6666-1, CX-6667-1, CX-6668-1, 
                       CX-6669-1, CX-6670-1, CX-6676-1, CX-6678-1
                       300W for models CX-6637-2, CX-6651-2, 
                       CX-6652-2, CX-6658-2, CX-6666-2, 
                       CX-6668-2, CX-6669-2, CX-6670-2, 
                       CX-6676-2, CX-6678-2
Protection class:  II

Tested 
according to:

EN 55014-1:2017
EN 55014-1:2017/A11:2020
EN 55014-2:2015
EN IEC 61000-3-2:2019
EN 61000-3-3:2013/A1:2019


