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ATTESTATION  

of conformity with European Directives 
 
Product: Washing Machine 

Reference  

XPB46-1218,XPB46-1218A,XPB46-1218B,XPB45-1208A, 

XPB40-1208A,XPB40-1208B,XPB40-1208C,XPB36-1208A, 

XPB36-1208B,XPB36-1208C,XPB35-1208A,XPB30-1208A, 

XPB30-1208B,XPB30-1208C,XPB30-1208D,XPB26-1208, 

XPB26-1208A,XPB26-1208B,XPB26-1208C,XPB26-1208D, XPB26-

1208F,XPB25-1208A,XPB20-1208A, 

XPB20-1208B,XPB20-1208C 

Issued to  Cixi City Heng Ma Electric Technology Co.,Ltd. 

Address 

Industrial Development West Zone ,Guanhaiwei,Cixi,Zhejiang Province 

P.R.China 

 

Manufacturer Cixi City Heng Ma Electric Technology Co.,Ltd. 

Technical characteristics 

220-240V,50-60Hz,240W,Class I,IPX4 for all models 

Wash 4,6kg for XPB46 series 

Wash 4,5kg for XPB45 series 

Wash 4,0kg for XPB40 series 

Wash 3,6kg for XPB36 series 

Wash 3,5kg for XPB35 series 

Wash 3,0kg for XPB30 series 

Wash 2,6kg for XPB26 series 

Wash 2,5kg for XPB25 series 

Wash 2,0kg for XPB20 series 
 

The submitted sample of the above equipment has been tested for   marking according to following European 

Directive and following standards: 

 

              Low Voltage Directive 2014/35/EU 

 

Standards Report number Report date 

-EN 60335-2-7:2010+A1:2013+A11:2013+A2:2019 

-EN 60335-1:2012+A11:2014+ 

A13 :2017+A1 :2019+A14 :2019+A2 :2019 

-EN 62233:2008 

C2006768 22/11/2020 

 




