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Plug &
Connect

SH4-99564

Wireless
light control set
DE Innenleuchten Funk-Schalter Set
FR Kit d’interrupteur sans fil
NL Draadloze verlichting schakel set 

How to use

Compatible
with any receiver

& sender
from the Plug

& Connect series

SH4-99564
Batch no.:

For more
information and
possibilities visit

www.smartwares.eu/
Plug-Connect

Where to use

Register your product and stay up to date!
www.smartwares.eu/register

Specifications

Frequency : 433.92MHz
Wireless range : 30m
Battery wall switch : 3V DC type CR2032
Input AC Voltage : 230V~50Hz 4.35A
Max. switch output : 1000W

- Wall switch (sender)
- Built-in on/off receiver
- Instruction manual
- Battery

Box content

EN Main light control set  DE Innenleuchten Funk-Schalter Set  FR  Kit d’interrupteur 
sans fil  NL Draadloze verlichting schakel set  ES Set de control de iluminación  IT 
Set controllo luci  SV Set för styrning av huvudbelysning  PL Zestaw do sterowania 
światłami w pomieszczeniu  PT Conjunto de controlo luz principal 

1x Receiver

1x Sender

PLASTIC FREE 
PA C K A G I N G SIZES

80 mm

80
 m

m

17 m
m

Sender

69 mm

53
 m

m

25 m
m

Receiver

Battery
Incl.

EASY INSTALLATION
DE Einfach zu installieren
FR  Facile à utiliser
NL Eenvoudige installatie
ES Facile da installare
IT  Instalación fácil
SV Enkel att installera
PL Łatwy w montaźu
PT Fácil instalação

UNOBSTRUCTED RANGE: 30M
DE Reichweite: 30m
FR  Portée champ libre: 30m
NL Onbelemmerd bereik: 30m
ES Raggio azione in campo aperto: 30m
IT  Distancia en campo abierto: 30m
SV Zakres zasięg na otwartej przestrzeni
PL Räckvidd utan störning
PT Alcance sem obstáculos: 30m

FITS IN STANDARD EU FLUSH-MOUNTED BOX
DE Passt in einen Installationskasten nach EU-Norm
FR  S’adapte à la boîte d’installation standard européenne
NL Past in standaard europese inbouwdoos 
ES Cabe en la caja de instalación estándar europea
IT  Adatto alle scatole europee da incasso standard
SV Monteras i installationslådor med europeisk standard
PL Pasuje do standardowej europejskiej puszki przyłączeniowej
PT Compatível com o quadro de instalação standard europeu
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