
SPM-235 BK 
High-resolution, sound-isolating in-ear monitor, black 

High-resolution, sound-isolating 
dual-driver earphones engineered for 
precision, durability, and comfort 
Specs 
- Frequency range: 7 Hz - 40 kHz 
- Sensitivity: 108 db/mW 
- Impedance: 30 ohms 
- Plug: 3.5 mm (1/8") mini jack 
- Cable length: 1.2 metre (4') 
- Weight: 20 g (0.04 lb) 
- Included: EVA foam case, 3 pairs of memory foam buds, 2 
pairs of 
rubber buds 
Block out unwanted sound and stay mobile on stage with 
this set of 
high-resolution, sound-isolating in-ear monitors. Featuring 
clear high 
frequencies and warm bass tones, these dual-driver 
earphones are 
engineered for precision, durability, and comfort. 

Bar codes 
Ean (Per Unit): 5414428259752 
Upc (Per Unit): 0882030259753 
Ean (Per Master CTN): 25414428259756 
Upc (Per Master CTN): 0282030259751 

Quantity 
Per Master CTN: 80 

Dimensions 
Per Unit : 0.0008m³ 
Per Master CTN : 0.0607m³ 



Length : 0.5400m 
Width : 0.4500m 
Height : 0.2500m 

Weight 
Per Unit : 0.1700kg 
Per Master CTN : 13.2000kg 


