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Ribbd wastafelmengkraan
Installatie & onderhoud

Reinig het product met water en een mild vloeibaar schoonmaakmiddel. Neem de kraan af met een zachte, 
droge doek. Gebruik geen agressieve of bijtende reinigingsmiddelen.

OOppeerraattiioonn
CClleeaanniinngg  iinnssttrruuccttiioonnss::

The electroplating on this product is finished to 
the highest standard. Due care needs to be taken 
to ensure the appearance is retained.
We recommend cleaning all products with a soft 
damp cloth ONLY and advise strongly against the 
use of all aggressive/ corrosive cleaning products 
i.e. powders and liquids. If these instructions are 
not followed, this may invalidate your guarantee 
in the event of a problem occurring.

                                                   

Open- Up       Close - Down
Hot   - Left      Cold  -  Right

Moving the mixer lever upwards/downwards will 
increase/decrease the flow of water.
Moving the mixer lever from right to left will increase the 
water temperature.

Kraan open - hendel naar boven
Kraan dicht - hendel naar beneden
Warm water - hendel naar links
Koud water - hendel naar rechts

• Before installing your new mixer, flush through 
the pipe work to ensure removal of debris, 
turn off the water supply.

• Ensure the ‘O’ ring is in position in the bottom 
of the base plate.

• Place the base plate onto the bottom of the 
mixer.

• Screw the two flexible pipes to the mixer body, 
tighten using the correct size spanner, but do 
not over tighten.

• Screw the threaded rods into the back holes in 
the base of the mixer body.

• Position the mixer on the basin. From the 
underside of the basin slide the rubber washer 
over the pipes and threaded rods followed by 
the metal washer and the nuts. 

• Tighten the nuts to clamp the mixer to the 
basin.

CCAAUUTTIIOONN: Do not over tighten the nuts as this 
may damage the basin.Connect the water supply 
to the inlet pipes. The hot water should be 
connected to the left hand pipe.
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