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Model Rated voltage Rated wattage Lamp holder 

20360 AC 220-240V, 50/60Hz Max.35W GU10 

20361 AC 220-240V, 50/60Hz Max.2x35W GU10 

20362 AC 220-240V, 50/60Hz Max.35W GU10 

20363 AC 220-240V, 50/60Hz Max.2x35W GU10 

20364 AC 220-240V, 50/60Hz Max.35W GU10 

20368 AC 220-240V, 50/60Hz Max.2x35W GU10 

20365 AC 220-240V, 50/60Hz Max.35W GU10 

20365-1 AC 220-240V, 50/60Hz Max.35W GU10 

20365-2 AC 220-240V, 50/60Hz Max.35W GU10 
20365S AC 220-240V, 50Hz Max.35W GU10 

20365S1 AC 220-240V, 50/60Hz Max.35W GU10 

20366 AC 220-240V, 50/60Hz Max.2x35W GU10 

20366-1 AC 220-240V, 50/60Hz Max.2x35W GU10 

20366S AC 220-240V, 50Hz Max.2x35W GU10 

20366S1 AC 220-240V, 50/60Hz Max.2x35W GU10 

25090 AC 220-240V, 50/60Hz Max.60W E27 

25090S AC 220-240V; 50Hz Max.60W E27 

20111 AC 220-240V, 50/60Hz Max.20W E27 

20111S2 AC 220-240V, 50Hz Max.20W E27 

20111S1 AC 220-240V, 50Hz Max.20W E27 

20111S AC 220-240V, 50Hz Max.20W E27 

20121-2(*) AC 220-240V, 50/60Hz Max.20W E27 

20121F-2(*) AC 220-240V, 50/60Hz 

Max.20W 
Include socket, 16A 

250V, 
Load: Max. 3000W (no 

additional electronic 
included) 

E27 

20121S2-2(*) AC 220-240V, 50Hz Max.20W E27 
20121S1-2(*) AC 220-240V, 50Hz Max.20W E27 

20121S-2(*) AC 220-240V, 50Hz Max.20W E27 

20341 AC 220-240V, 50/60Hz Max.20W E27 

20341S2 AC 220-240V, 50Hz Max.20W E27 

20341S1 AC 220-240V, 50Hz Max.20W E27 

20341S AC 220-240V, 50Hz Max.20W E27 

20351 AC 220-240V, 50/60Hz Max.20W E27 

20351S2 AC 220-240V, 50Hz Max.20W E27 

20351S1 AC 220-240V, 50Hz Max.20W E27 

20351S AC 220-240V, 50Hz Max.20W E27 

20352 AC 220-240V, 50/60Hz Max.20W E27 

20352S2 AC 220-240V, 50Hz Max.20W E27 

20352S1 AC 220-240V, 50Hz Max.20W E27 

20352S AC 220-240V, 50Hz Max.20W E27 

20353(*) AC 220-240V, 50/60Hz Max.20W E27 



All results refer to the particular sample submitted for testing.  

Additional Directives or standards may be relevant to the product. After verification of all relevant CE-mark directives the manufacturer may sign a declaration of 

conformity themselves. 

The document shall not be reproduced except in full without prior authorisation from HCSHA. This document does not entitle to carry any mark on this or similar products. 

 

Hermes Hansecontrol Technical Testing Services (Shanghai) Company Limited  

  

 info-shg@hansecontrol.com 

Page 3 of 4 

www.hermesworld.com 

Model list 

Model Rated voltage Rated wattage Lamp holder 

20353S2(*) AC 220-240V, 50Hz Max.20W E27 

20353S1(*) AC 220-240V, 50Hz Max.20W E27 

20353S(*) AC 220-240V, 50Hz Max.20W E27 

20353F(*) AC 220-240V, 50/60Hz 

Max.20W 
Include socket, 16A 

250V, 
Load: Max. 3000W 

(no additional electronic 
included) 

E27 

20354 AC 220-240V, 50/60Hz Max.60W E27 

20354S AC 220-240V, 50Hz Max.60W E27 

20355(*) AC 220-240V, 50/60Hz Max.60W E27 

20680 AC 220-240V, 50/60Hz Max.60W E27 

20680S AC 220-240V, 50Hz Max.60W E27 

20680S1 AC 220-240V, 50Hz Max.60W E27 

20631(*) AC 220-240V, 50/60Hz Max.60W E27 

11820 AC 220-240V, 50/60Hz Max.60W E27 

11820S AC 220-240V, 50/60Hz Max.60W E27 

11821 AC 220-240V, 50/60Hz Max.60W E27 

11822 AC 220-240V, 50/60Hz Max.60W E27 

11823 AC 220-240V, 50/60Hz Max.60W E27 

11824 AC 220-240V, 50/60Hz Max.60W E27 

11824A AC 220-240V, 50/60Hz Max.60W E27 

11826 AC 220-240V, 50/60Hz Max.3x60W E27 

11826A AC 220-240V, 50/60Hz Max.3x60W E27 

11850 AC 220-240V, 50/60Hz Max.60W E27 

11850S AC 220-240V, 50/60Hz Max.60W E27 

11851 AC 220-240V, 50/60Hz Max.60W E27 

11852 AC 220-240V, 50/60Hz Max.60W E27 
11853 AC 220-240V, 50/60Hz Max.60W E27 

11854 AC 220-240V, 50/60Hz Max.60W E27 

11856 AC 220-240V, 50/60Hz Max.3x60W E27 

12262 AC 220-240V, 50/60Hz Max.60W E27 

20324 AC 220-240V, 50/60Hz Max.60W E27 

20324S AC 220-240V, 50Hz Max.60W E27 

20325(*) AC 220-240V, 50/60Hz Max.60W E27 

11860 AC 220-240V, 50/60Hz Max.60W E27 

11860S AC 220-240V, 50Hz Max.60W E27 

11861 AC 220-240V, 50/60Hz Max.60W E27 

11862 AC 220-240V, 50/60Hz Max.60W E27 

11863 AC 220-240V, 50/60Hz Max.60W E27 

11864 AC 220-240V, 50/60Hz Max.60W E27 

11865 AC 220-240V, 50/60Hz Max.60W E27 

11866 AC 220-240V, 50/60Hz Max.3x60W E27 
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11840 AC 220-240V, 50/60Hz Max.60W E27 

11840S AC 220-240V, 50/60Hz Max.60W E27 

11841 AC 220-240V, 50/60Hz Max.60W E27 

11842 AC 220-240V, 50/60Hz Max.60W E27 

11843 AC 220-240V, 50/60Hz Max.60W E27 

11844 AC 220-240V, 50/60Hz Max.60W E27 

11846 AC 220-240V, 50/60Hz Max.3x60W E27 

11871 AC 220-240V, 50/60Hz Max.60W E27 

11872 AC 220-240V, 50/60Hz Max.60W E27 
11873 AC 220-240V, 50/60Hz Max.60W E27 

11874 AC 220-240V, 50/60Hz Max.60W E27 

11875 AC 220-240V, 50/60Hz Max.60W E27 

11980 AC 220-240V, 50/60Hz Max.60W E27 

11983 AC 220-240V, 50/60Hz Max.60W E27 

11985 AC 220-240V, 50/60Hz Max.2x60W E27 

Note1: ‘S’ means with sensor. 

Note2: ‘*’ = 0.30-1.80 indicates height of luminaire (m) and with increments of 0.01. 

 


