
Instruction for NVO-DF01

5.Loosen the fixed screw in 

back cover for cleaning.

1.Install the flexible hose. Loose the 

C-clip and connect the hose as per the 

photo attached.

2.Connect to the rated volts 110/230v.

3.Turn on the power, and turn on the wind speed.

4.Turn on the heating switch according to specific 

requirement.

Power Switch Heating Switch Wind Speed

Instruction manual:

1.The rated voltage is 230V/110V; the power supply should have good grounding device.

2.Keep the wind outlet unblocked, or will lead to the machine damaged.

3.Do not turn on the heating switch before the wind speed switch open.

4.Keep the air inlet clean and regularly cleaning must be needed.

5.Keep away from water, avoiding blower watered.

6.Turn on the wind speed switch and the machine is not work, please check if the power is 

well connected.

7.If there is anything wrong, please do not dismantle the machine arbitrary, please go to 

professional staff for help.

Tips:

          NVO-DF01 is the third-generation water blower . It adopts spray-print metal shell 

and cascade motor. It has longer life-span and lower noise than first and second genera-

tion. It has two wind speeds, heating function and equipped flexible hose. Its power is less 

2200W, wind speed is less than 50m/s, heating 

temperature is less than 60℃( when room tem-

perature is 25℃).It can dry pets’ hair quickly.


