
S K I RO N  1 2 0  |  1 4 0

T E C H N I C A L  S P E C I F I C A T I O N S

The Skiron Fan, designed with 9 blades offers a higher airflow 

and quiet cooling solution to optimize your systems’ cooling 

performance.

With PWM (Pulse-Width Modulation) capabilities built-in, the user 

can precisely control the speed. Allowing an optimized fan curve 

for any system.

H I G H  A I R F L O W

P W M  C O N T R O L

With a rigid frame designed to prevent vibration and the included Rubber Dampeners the Skiron Fan 

can operate in silence while providing optimized performance.

S I L E N T  O P E R A T I O N

HIGH AIRFLOW PWM FAN

NINE FAN BLADES FOR INCREASED AIRFLOW

RIGID FRAME DESIGN

RUBBER DAMPENERS TO ABSORB VIBRATIONS

B L AC K

A L S O  AVA I L A B L E  I N  R G B  A N D  D - R G B

FEATURES AVAILABLE IN:

S K I R O N  1 2 0  FA N  S P E C I F I C AT I O N S S K I R O N  1 4 0  FA N  S P E C I F I C AT I O N S S CO P E  O F  D E L I V E RY

Dimension (wxhxd)

Color

Materials

Fan Connector

Cable Length

Weight 

Speed

Max Airflow

Static Pressure

Noise Level

Power Consumption

Bearing Type

MTBF

Package Dimensions

(wxhxd)

Package Weight

10 pcs Carton Dimensions

10 pcs Carton Weight

20 pcs Carton Dimensions

20 pcs Carton Weight

MG-F120P_BBK / MG-F140P_BBK

Fan Screws

Rubber Dampening Washers

Dimension (wxhxd)

Color

Materials

Fan Connector

Cable Length

Weight 

Speed

Max Airflow

Static Pressure

Noise Level

Power Consumption

Bearing Type

MTBF

Package Dimensions

(wxhxd)

Package Weight

10 pcs Carton Dimensions

10 pcs Carton Weight

20 pcs Carton Dimensions

20 pcs Carton Weight

120 mm x 120 mm x 25 mm

4.7 in x 4.7 in x 1 in

Matte Black

PBT (Polybutylene terephthalate)

PC (Polycarbonate)

4-pin PWM connector

550 mm / 21.7 in

134.2 g

1500 rpm +/-10%

50 CFM

0.96 mm H
2
O

29 dB(A) (At Max Speed)

2.64W +10% Max 

Rifle Bearing

40,000 / hrs

173 mm x 123 mm x 27 mm

6.8 in x 4.84 in x 1.06 in

166.6 g

300 mm x 148 mm x 135 mm

11.8 in x 5.8 in x 5.3 in

1.86 kg

315 mm x 315 mm x 155 mm

12.4 in x 12.4 in x 6.1 in

4.2 kg

1x

4x

8x

140 mm x 140 mm x 25 mm

5.5 in x 5.5 in x 1 in

Matte Black

PBT (Polybutylene terephthalate)

PC (Polycarbonate)

4-pin PWM connector

550 mm / 21.7 in

153.5 g

1500 rpm +/-10%

85 CFM

1.23 mm H
2
O

29 dB(A) (At Max Speed)

2.64W +10% Max 

Rifle Bearing

40,000 / hrs

193 mm x 143 mm x 27 mm

7.6 in x 5.63 in x 1.06 in

190.1 g

340 mm x 148 mm x 155 mm

13.3 in x 5.8 in x 6.1 in

2.14 kg

358 mm x 310 mm x 175 mm

14 in x 12.2 in x 6.8 in

4.81 kg


