
Manufacturer:  Shush B.V.

Brand name:  Shush

Product description:  Universal-fit hearing protection with ceramic filter

Models:  Worker (KS 1) 

 Biker (KS 2) 

 Focus (KS 2)

 Acoustic (KS 4)

The personal protection equipment as described in this declaration are 

in conformity with the Union harmonisation legislation (EU) 2016/425 and harmonised 

standard EN 352-2:2020.

EU DECLARATION OF CONFORMITY

EU type examination was performed by PZT GmbH, Bismarckstrasse 264B, 

26389 Wilhelmshaven, Germany. Notified body number: 1974. PZT issued the 

EU type-examination on 17.03.2021 with certificate number: 3692002. 

The type examination has proofed that the test samples meet the essential health and safety 

requirements of Annex II of Regulation (EU) 2016/425. The PPE is subject to annual product 

control according to module C2 conducted by the notified body PZT GmbH

Shush is a registered trademark of manufacturer Shush B.V. Noordersingel 20-K, 3755 EZ 

EEMNES, THE NETHERLANDS. EUIPO brand registration: 018236525

This declaration of conformity is issued under the sole responsibility of the manufacturer.
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HEARING PROTECTOR CLASS 4
Tested to AS/NZS 1270, when 
selected, used and maintained as 
specified in AS/NZS 1269, this 
protector may be used in noise up to 
105 dB(A) assuming an 85 dB(A) 
criterion. A lower criterion may 
require a higher protector class.

SOUND
LEVEL
CONVERSION

THE RANGE OF NOISE REDUCTION RATINGS FOR EXISTING 

HEARING PROTECTORS IS APPROXIMATELY 0 TO 30

(HIGHER NUMBERS DENOTE GREATER EFFECTIVENESS).

KLINKT GOED BV

LAREN, 1251 VC, 63, THE NETHERLANDS

Federal law prohibits 
removal of this label 
prior to purchase

Australian
Standard

LABEL REQUIRED BY U.S. 
E.P.A. REGULATION 40 CFR 
Part 211, Subpart B

NOISE
REDUCTION
RATING

SHUSH 

BIKER
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NUMBER
RATING WHEN USED AS DIRECTED

19
7

4

LEGEND
SNR: Single Number Rating
NRR: Noise Reduction Rating
SLC80: Sound Level Conversion

LEGEND
SNR: Single Number Rating
NRR: Noise Reduction Rating
SLC80: Sound Level Conversion
Mf: Mean attenuation
Sf: Standard deviation
APVf: Assumed Protection
H: High frequencies value
M: Medium frequencies value
L: Low frequencies value
dB: Decibel
Hz: Hertz

Mf: Mean attenuation
Sf: Standard deviation
APVf: Assumed Protection

H: High frequencies value
M: Medium frequencies value
L: Low frequencies value

dB: Decibel
Hz: Hertz

Mf [dB]

Sf [dB]

APVf [dB]

20.8

3.4

17.4

21.1

3.9

17.2

19.5

2.9

16.6

20.9

3.5

17.4

23.5

2.6

20.9

29.2

3.2

26.0

29.3

4.7

 24.6

30.9

6.3

24.6

SHUSH
ACOUSTIC

Frequency [Hz] L-Value

19

M-Value

21

H-Value

26 24
SNR

14
NRR

23
SLC8063Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

ATTENUATION DATA

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

20.8

3.4

17.4

21.1

3.9

17.2

19.5

2.9

16.6

20.9

3.5

17.4

23.5

2.6

20.9

29.2

3.2

26.0

29.3

4.7

24.6

30.9

6.3

24.6

Frequency [Hz] 63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

Sf [dB]

25.7

2.0

24

27.3

2.0

25

23.2

2.2

21

21.1

2.4

19

Mf [dB]

Result [dB]

Item LMH SNR

63 Hz 20.8

21.1

19.5

20.9

23.5

29.2

29.3

30.9

3.4

3.9

2.9

3.5

2.6

3.2

4.7

6.3

17.4

17.2

16.6

17.4

20.9

26.0

24.6

24.6

125 Hz

250 Hz

500 Hz

1000 Hz

2000 Hz

4000 Hz

8000 Hz

Standard Deviation
Sf [dB]

Sound attenuation
Mf [dB]

Frequency
[Hz]

APV
Mf-Sf [dB]

L 19 SNR 24M 21H 25
SIZE:
6-13 mm

WEIGHT:
1,7 gram

EN 352-2:2020
EU 2016/425 PPE

23DECIBELS14DECIBELS24 DECIBELS

HEARING PROTECTOR CLASS 4
Tested to AS/NZS 1270, when 
selected, used and maintained as 
specified in AS/NZS 1269, this 
protector may be used in noise up to 
105 dB(A) assuming an 85 dB(A) 
criterion. A lower criterion may 
require a higher protector class.
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L 19 SNR 24M 21H 25
SIZE:
6-13 mm

WEIGHT:
1,7 gram

EN 352-2:2020
EU 2016/425 PPE

23DECIBELS14DECIBELS24 DECIBELS

Sf [dB]

25.7

2.0

24

27.3

2.0
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2.2
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2.4
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Mf [dB]

Result [dB]

Item LMH SNR

Sf [dB]

25.7

2.0

24

27.3

2.0

25

23.2

2.2

21

21.1

2.4

19

Mf [dB]

Result [dB]

Item LMH SNR

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

20.8

3.4

17.4

21.1

3.9

17.2

19.5

2.9

16.6

20.9

3.5

17.4

23.5

2.6

20.9

29.2

3.2

26.0

29.3

4.7

24.6

30.9

6.3

24.6

25H

21M

19L

Frequency [Hz] 63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

24
SNRHML

23
SLC80

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

21.7

4.6

17.1

19.8

4.2

15.6

20.0

3.7

16.3

22.6

4.2

18.4

27.4

3.8

23.6

28.3

5.9

22,4

27.2

4.9

22.3

27.3

5.4

21.6

Frequency [Hz] 125Hz 250Hz 500Hz 1000Hz 2000Hz 3150Hz 4000Hz 6300Hz

30.2

5.0

25.2 Class: B

8000Hz

14
NRR

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

21.9

4.0

17.9

19.8

3.1

16.7

21.2

3.7

17.5

23.5

2.9

20.6

28.1

3.6

24.5

29.6

4.8

24.8

31.5

5.9

25.6 Class: 4

Frequency [Hz] 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

BIKER

Laren, April 1, 2021

N. Winters

Managing Director



HEARING PROTECTOR CLASS 4
Tested to AS/NZS 1270, when 
selected, used and maintained as 
specified in AS/NZS 1269, this 
protector may be used in noise up to 
105 dB(A) assuming an 85 dB(A) 
criterion. A lower criterion may 
require a higher protector class.
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LEGEND
SNR: Single Number Rating
NRR: Noise Reduction Rating
SLC80: Sound Level Conversion

LEGEND
SNR: Single Number Rating
NRR: Noise Reduction Rating
SLC80: Sound Level Conversion
Mf: Mean attenuation
Sf: Standard deviation
APVf: Assumed Protection
H: High frequencies value
M: Medium frequencies value
L: Low frequencies value
dB: Decibel
Hz: Hertz

Mf: Mean attenuation
Sf: Standard deviation
APVf: Assumed Protection

H: High frequencies value
M: Medium frequencies value
L: Low frequencies value

dB: Decibel
Hz: Hertz

Mf [dB]

Sf [dB]

APVf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2
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2020

Frequency [Hz] L-Value

19

M-Value

20

H-Value

25 23
SNR

12
NRR

22
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ATTENUATION DATA

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

Sf [dB]

APV Mf - Sf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

Frequency [Hz] 63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]
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63 Hz 20.1

23.5

21.5

21.0

23.2

29.1

29.7

29.3

3.6

3.5

3.4

4.6

4.5

3.6

4.8

4.1

16.5

20.0

18.1

16.4

18.7

25.5

24.9

25.2

125 Hz

250 Hz

500 Hz

1000 Hz

2000 Hz

4000 Hz

8000 Hz

Standard Deviation
Sf [dB]

Sound attenuation
Mf [dB]

Frequency
[Hz]

APV
Mf-Sf [dB]

L 19 SNR 23M 20H 25
SIZE:
6-13 mm

WEIGHT:
1,7 gram

EN 352-2:2020
EU 2016/425 PPE
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HEARING PROTECTOR CLASS 4
Tested to AS/NZS 1270, when 
selected, used and maintained as 
specified in AS/NZS 1269, this 
protector may be used in noise up to 
105 dB(A) assuming an 85 dB(A) 
criterion. A lower criterion may 
require a higher protector class.

SOUND
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CONVERSION
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L 19 SNR 23M 20H 25
SIZE:
6-13 mm

WEIGHT:
1,7 gram

EN 352-2:2020
EU 2016/425 PPE

DECIBELS

22
SLC80

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

23.3

4.5

13.3

21.9

3.8

14.5

20.5

5.9

16.1

23.7

6.0

16.3

28.1

5.8

20.4

29.6

6.7

24.2

28.2

6.2

24.9

29.7

5.8

26.1

Frequency [Hz] 125Hz 250Hz 500Hz 1000Hz 2000Hz 3150Hz 4000Hz 6300Hz

28.3

4.2

26.1 Class: B

8000Hz

12
NRR

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

24.0

4.6

19.4

21.7

3.4

18.3

21.7

5.0

16.7

24.5

5.6

18.9

29.1

4.1

25.0

29.6

4.8

24.8

29.7

4.2

25.4 Class: 4

Frequency [Hz] 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2

Frequency [Hz] 63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

25H

20M

19L
23

SNRHML

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

HEARING PROTECTOR CLASS 4
Tested to AS/NZS 1270, when 
selected, used and maintained as 
specified in AS/NZS 1269, this 
protector may be used in noise up to 
105 dB(A) assuming an 85 dB(A) 
criterion. A lower criterion may 
require a higher protector class.
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LEGEND
SNR: Single Number Rating
NRR: Noise Reduction Rating
SLC80: Sound Level Conversion

LEGEND
SNR: Single Number Rating
NRR: Noise Reduction Rating
SLC80: Sound Level Conversion
Mf: Mean attenuation
Sf: Standard deviation
APVf: Assumed Protection
H: High frequencies value
M: Medium frequencies value
L: Low frequencies value
dB: Decibel
Hz: Hertz

Mf: Mean attenuation
Sf: Standard deviation
APVf: Assumed Protection

H: High frequencies value
M: Medium frequencies value
L: Low frequencies value

dB: Decibel
Hz: Hertz

Mf [dB]

Sf [dB]

APVf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2

EN 352-2:
2020

Frequency [Hz] L-Value

19

M-Value

20

H-Value

25 23
SNR

12
NRR

22
SLC8063Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

ATTENUATION DATA

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

Sf [dB]

APV Mf - Sf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

Frequency [Hz] 63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

63 Hz 20.1

23.5

21.5

21.0

23.2

29.1

29.7

29.3

3.6

3.5

3.4

4.6

4.5

3.6

4.8

4.1

16.5

20.0

18.1

16.4

18.7

25.5

24.9

25.2

125 Hz

250 Hz

500 Hz

1000 Hz

2000 Hz

4000 Hz

8000 Hz

Standard Deviation
Sf [dB]

Sound attenuation
Mf [dB]

Frequency
[Hz]

APV
Mf-Sf [dB]

L 19 SNR 23M 20H 25
SIZE:
6-13 mm

WEIGHT:
1,7 gram

EN 352-2:2020
EU 2016/425 PPE

DECIBELS

HEARING PROTECTOR CLASS 4
Tested to AS/NZS 1270, when 
selected, used and maintained as 
specified in AS/NZS 1269, this 
protector may be used in noise up to 
105 dB(A) assuming an 85 dB(A) 
criterion. A lower criterion may 
require a higher protector class.
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SIZE:
6-13 mm

WEIGHT:
1,7 gram
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Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

23.3

4.5

13.3

21.9

3.8

14.5

20.5

5.9

16.1

23.7

6.0

16.3

28.1

5.8

20.4

29.6

6.7

24.2

28.2

6.2

24.9

29.7

5.8

26.1

Frequency [Hz] 125Hz 250Hz 500Hz 1000Hz 2000Hz 3150Hz 4000Hz 6300Hz

28.3

4.2

26.1 Class: B

8000Hz

12
NRR

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

24.0

4.6

19.4

21.7

3.4

18.3

21.7

5.0

16.7

24.5

5.6

18.9

29.1

4.1

25.0

29.6

4.8

24.8

29.7

4.2

25.4 Class: 4

Frequency [Hz] 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2

Frequency [Hz] 63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

25H

20M

19L
23

SNRHML

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR
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HEARING PROTECTOR CLASS 4
Tested to AS/NZS 1270, when 
selected, used and maintained as 
specified in AS/NZS 1269, this 
protector may be used in noise up to 
105 dB(A) assuming an 85 dB(A) 
criterion. A lower criterion may 
require a higher protector class.
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LEVEL
CONVERSION

THE RANGE OF NOISE REDUCTION RATINGS FOR EXISTING 

HEARING PROTECTORS IS APPROXIMATELY 0 TO 30
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LEGEND
SNR: Single Number Rating
NRR: Noise Reduction Rating
SLC80: Sound Level Conversion

LEGEND
SNR: Single Number Rating
NRR: Noise Reduction Rating
SLC80: Sound Level Conversion
Mf: Mean attenuation
Sf: Standard deviation
APVf: Assumed Protection
H: High frequencies value
M: Medium frequencies value
L: Low frequencies value
dB: Decibel
Hz: Hertz

Mf: Mean attenuation
Sf: Standard deviation
APVf: Assumed Protection

H: High frequencies value
M: Medium frequencies value
L: Low frequencies value

dB: Decibel
Hz: Hertz

Mf [dB]

Sf [dB]

APVf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2

EN 352-2:
2020

Frequency [Hz] L-Value

19

M-Value

20

H-Value

25 23
SNR

12
NRR

22
SLC8063Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

ATTENUATION DATA

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

Sf [dB]

APV Mf - Sf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

Frequency [Hz] 63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

63 Hz 20.1

23.5

21.5

21.0

23.2

29.1

29.7

29.3

3.6

3.5

3.4

4.6

4.5

3.6

4.8

4.1

16.5

20.0

18.1

16.4

18.7

25.5

24.9

25.2

125 Hz

250 Hz

500 Hz

1000 Hz

2000 Hz

4000 Hz

8000 Hz

Standard Deviation
Sf [dB]

Sound attenuation
Mf [dB]

Frequency
[Hz]

APV
Mf-Sf [dB]

L 19 SNR 23M 20H 25
SIZE:
6-13 mm

WEIGHT:
1,7 gram

EN 352-2:2020
EU 2016/425 PPE

DECIBELS

HEARING PROTECTOR CLASS 4
Tested to AS/NZS 1270, when 
selected, used and maintained as 
specified in AS/NZS 1269, this 
protector may be used in noise up to 
105 dB(A) assuming an 85 dB(A) 
criterion. A lower criterion may 
require a higher protector class.

SOUND
LEVEL
CONVERSION

THE RANGE OF NOISE REDUCTION RATINGS FOR EXISTING 

HEARING PROTECTORS IS APPROXIMATELY 0 TO 30

(HIGHER NUMBERS DENOTE GREATER EFFECTIVENESS).

KLINKT GOED BV

LAREN, 1251 VC, 63, THE NETHERLANDS

Federal law prohibits 
removal of this label 
prior to purchase

Australian
Standard

LABEL REQUIRED BY U.S. 
E.P.A. REGULATION 40 CFR 
Part 211, Subpart B

NOISE
REDUCTION
RATING

SHUSH

WORKER

SINGLE
NUMBER
RATING WHEN USED AS DIRECTED

22DECIBELS12DECIBELS23

19
7

4

L 19 SNR 23M 20H 25
SIZE:
6-13 mm

WEIGHT:
1,7 gram

EN 352-2:2020
EU 2016/425 PPE

DECIBELS

22
SLC80

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

23.3

4.5

13.3

21.9

3.8

14.5

20.5

5.9

16.1

23.7

6.0

16.3

28.1

5.8

20.4

29.6

6.7

24.2

28.2

6.2

24.9

29.7

5.8

26.1

Frequency [Hz] 125Hz 250Hz 500Hz 1000Hz 2000Hz 3150Hz 4000Hz 6300Hz

28.3

4.2

26.1 Class: B

8000Hz

12
NRR

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

24.0

4.6

19.4

21.7

3.4

18.3

21.7

5.0

16.7

24.5

5.6

18.9

29.1

4.1

25.0

29.6

4.8

24.8

29.7

4.2

25.4 Class: 4

Frequency [Hz] 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

Sound attenuation Mf [dB]

Standard deviation Sf [dB]

APV Mf - Sf [dB]

20.1

3.6

16.5

23.5

3.5

20.0

21.5

3.4

18.1

21.0

4.6

16.4

23.2

4.5

18.7

29.1

3.6

25.5

29.7

4.8

24.9

29.3

4.1

25.2

Frequency [Hz] 63Hz 125Hz 250Hz 500Hz 1000Hz 2000Hz 4000Hz 8000Hz

25H

20M

19L
23

SNRHML

Sf [dB]

25.8

3.0

23

27.3

2.7

25

23.1

3.5

20

21.7

3.1

19

Mf [dB]

Result [dB]

Item LMH SNR

SNR:  Single Number Rating

Mf:  Mean attenuation

Sf: Standard deviation

APV Mf-Sf:  Assumed protection

H:  High frequency value

M: Medium frequency value

L: Low frequency value

L E G E N D

19
74

Acoustic

Web elements

Pictogrammen

USP’s

Certificeringen

Biker

Worker

The mark of
responsible forestry

www.fsc.org

FSC  C004423

Packaging from
responsible sources

MIX

FSC  C107989

COMPLIANT
EU 2016/425 PPE

1
9

7
4

% %

DECIBEL
-23

DECIBEL
-24

DECIBEL
-23

DECIBEL
-24

P R E V E N T  O C C U P AT I O N A L  H E A R I N G  L O S S
For professionals in manufacturing and construction. Prevent 

noise-induced hearing loss hearing loss from working with heavy 

machinery, tools or equipment. Shush Worker earplugs protect with 

an SNR of 23 decibels (dB) while you’ll continue to be able to hear 

everything around you in a clear and natural way.

S A F E T Y  &  H E A LT H  AT  W O R K 
Shush earplugs also shuts out distraction and improves 

concentration at work. At the end of the day you will be less 

fatigued from noise. Because it takes much less listening effort 

you’ll have a better focus and your ears will feel relieved after 

wearing Shush Worker all day.

W O R K E R  E A R P L U G S



PZT GmbH  
Bismarckstr. 264 B 
D-26389 Wilhelmshaven 
Germany 

Recognised as Notified Body of the Federal Republic of Germany by  
Anerkannt als Notifizierte Stelle der Bundesrepublik Deutschland durch die 
Zentralstelle der Länder für Sicherheitstechnik – Z L S  
Dieses Zertifikat ist Eigentum der PZT GmbH und muss auf Verlangen zurückgegeben werden. 
This certificate is property of PZT GmbH and must be returned on request. 

 
 

 

  

EU-TYPE-EXAMINATION CERTIFICATE  
EU-BAUMUSTERPRÜFBESCHEINIGUNG  

 

according to Annex V of Regulation (EU) 2016/425 
gemäß Anhang V der Verordnung (EU) 2016/425 

 
Notified Body PZT GmbH, Number: 1974 / Notifizierte Stelle PZT GmbH, Nummer: 1974 

 
 

Registration No. - Version 

Bescheinigung Nr. - Version 
3692002 

Certificate Holder  

Bescheinigungsinhaber 

Klinkt Goed B.V. 

Address 
Anschrift 

Gooiergracht 63 
1251 VC Laren 
The Netherlands 

Kind of Product  
Produktart 

 

Universal ear plugs with filter element 
Universal Gehörschutzstöpsel mit Filterelement 

 
Brand Name and Model Name 

Markenname u. Typbezeichnung 
SHUSH    Worker;   Biker / Focus;   Acoustic 

CE-Labelling acc. to Category III 

CE-Kennzeichnung gem. Kategorie III ( Notified Body No. acc. to Annex VII/VIII 
Notifizierte Stelle Nr. gem. Anhang VII/VIII ) 

Standards 
Prüfgrundlagen 

EN 352-2: 2020  

Test Report No. and Date  
Prüfbericht Nr. und Datum 

3692002-1 / 17.03.2021 
 

 

 
The type examination has proofed that the test samples meet the essential health and safety requirements of Annex II of Regulation 
(EU) 2016/425. This certificate is only valid in conjunction with the following annex (3 pages) and a contract according to Article 19 
c). This document becomes invalid in cases of legal amendment of the assessment basis, or at the latest by 28.03.2026.  
Die Baumusterprüfung hat ergeben, dass die Prüfmuster die grundlegenden Gesundheits- und Sicherheitsanforderungen des Anhangs 
II der Verordnung (EU) 2016/425, erfüllen. Diese Bescheinigung ist nur gültig in Verbindung mit dem folgenden Anhang (3 Seiten) 
und einem Vertrag gem. Artikel 19 c). Mit Änderung der Bewertungsgrundlage, bzw. spätestens zum 28.03.2026 wird dieses 
Dokument ungültig.  
 
 

 

 
 
 
 
 
 

Wilhelmshaven, 29 March 2021 

   

Place, Date of Issue / Ausstellungsort und –datum   Signed by / Unterzeichnet von Wolfgang Herter 

Notified Body / Notifizierte Stelle 

Validity verification 
Gültigkeitsprüfung 

 




