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TECHNIK ZUM GENIESSEN
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. 1500 W 1000 W
Doppelkochplatte

Dobbelt kogeplade
Réchaud 2 plaques
Dubbele kookplaat
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SEVERIN

TECHNIK ZUM GENIESSEN

Heizringe: 155 mm @, ca. 1000 W, 185 mm @,
ca. 1500 W, MaBe: L = 500 mm, T = 290 mm,
H =85 mm

Hotplates: 155 mm @, 1000 W and 185 mm @,
1500 WSize: L = 500 mm, D= 290 mm, H = 85 mm

Plaques: 155 mm @, 1000 W et 185 mm @, 1500 W,
dimensions: L = 500 mm, P= 290 mm, H = 85 mm

Bakplaten: 155 mm @, 1000 W and 185 mm @,
1500 W, afmetingen: L = 500 mm, D= 290 mm,
H =85 mm

Varmeplade: 155 mm rund, ca. 1000 W, 185 mm
rund, ca. 1500 W, mal: L= 500 mm, B = 290 mm,
H =85 mm

Placas calorificas: 1565 mm de diametro, 1000 W,
185 mm de diametro, 1500 W, medidas: 500 mm
de ancho, 290 mm de fondo, 85 mm de alto

Piastre: 155 mm @, 1000 W e 185 mm @, 1500 W,
dimensioni: L = 500 mm, P = 290 mm, H = 85 mm

Ptyty grzejne: 155 mm @, moc okoto 1000 W,
185 mm @, moc okoto 1500 W, wymiary
gabarytowe: 500 x 290 x 85 mm

www.severin.de
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. 1500 W 1000 W
Double-plate cooker

Hornillo de mesa doble
Doppia piastra elettrica
Kuchenka dwuptytowa

230V~ 2500W
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EN MAGASIN  EN DECHETERIE
Cet appare
se recycle
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TASTEFUL TECHNOLOGY

Stufenlose Temperatureinstellung durch Thermostat
mit Kontrollleuchte, hochhitzebesténdige Lackierung

Variable thermostat with pilot light, highly
heat-resistant painting

Thermostat variable avec voyant lumineux,
finition laque thermorésistante

Traploos instelbare thermostaat met controlelampije,
hoge hittebestendige verflaag

Trinlgs temperaturindstilling med termostat med
kontrollys, varmefast lakering

Termostato variable con luz piloto, recubrimiento
de pintura resistente al calor

Termostato regolabile con spia di controllo,
verniciatura di rivestimento altamente resistente
al calore

Bezstopniowa regulacja temperatury termostatem

z lampka kontrolna, obudowa pokryta farba odporna
na wysokie temp.
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