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After preparation of the necessary documentation and establishing compliance to requirements of all 
applicable directives the manufacturer may sign a Declaration of Conformity and apply the CE-
marking.

TÜV SÜD Product Service GmbH � Certification Body � Ridlerstraße 65 � 80339 Munich � Germany

Model(s): SCD923/yy, SCD921/yy
(“yy” denoting the various selling country 
destination)

Parameters: Rating:
[Parent Unit]

Input: 5VDC, 1A

Internal battery: 3.6VDC

[Baby Unit]

Input: 5VDC, 1A

Protection Class: III [Supplied with Class II AC/DC Adaptor

ASSA105E-050100 (EU plug version)

OR 

ASSA105B-050100 (UK plug version)

(Input: 100-240VAC, 50/60Hz, 0.35A

Output: 5VDC, 1.0A, 5.0W)]

Test Report No.:

60.960.21.012.02E01 [EN 301 489-1/17, EN 55032, EN 55035,

EN 61000-3-2/3]

60.960.21.012.02R01 [EN 300 328, EN 50665, EN 62311]

60.960.21.012.02S01 [EN 50566, EN 62479, EN 62209-2]

086-2102101701-000 [EN 62368-1]

Tested 
according to:

EN 301 489-1 V2.2.3:2019
EN 301 489-17 V3.2.4:2020
EN 55032:2015/A11:2020
EN 55035:2017/A11:2020
EN IEC 61000-3-2:2019
EN 61000-3-3:2013/A1:2019
EN 300 328 V2.2.2:2019
EN 50665:2017
EN 62311:2008
EN 62479:2010
EN 62209-2:2010/A1:2019
EN 50566:2017
EN 62368-1:2014/A11:2017


