
PRIMUS S3 HOGE VEILIGHEIDSSCHOENEN
C K 0 1 S

Hoge veiligheidsschoenen met PU beschermkap
Neus: Composiet 200J
Tussenzool: Niet-metalen antiperforatie
tussenzool
Binnenzool: Antistatisch en verwijderbaar
textielmateriaal met latex onderkant
Zool: PU met dubbele densiteit
Leest: Mondopoint 11 - breed en comfortabel
PU-gewatteerde lip en kraag
EN ISO 20345:2011 S3 SRC

Samenstelling

Bovenstuk: Zwart, glad, waterafstotend volnerf
leder met oranje stiksels
Voering: 3D oranje ademende voering met
abrasiebestendig materiaal op de binnenhiel

Grootte

37 - 38 - 39 - 40 - 41 - 42 - 43 - 44 - 45 - 46 - 47

Kleur

Technologies

S3

Safety class S3
(A+FO+E+WRU+P)

More info

SRC

Slip resistance of SRA +
SRB 

More info

Anti-perforation

Anti-perforation sole

More info

Energy absorption

Energy absorption in the
heel

More info

Antistatic

Antistatic features.

Read more

FO

Sole has resistance to
hydrocarbons

More info

WRU

Only upper material is
resistant to water
penetration and absorption

Composite safety
toecap

Meets all requirements
described under EN ISO

Water repelling

This item has been made
from a water repelling
material or treated with a
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More info 20345 

More info

water reppeling coating.
Coating means an item is
made water repelling or
waterproof by adding an
element like polyurethane
or PVC. This technology
also ensures that the item
repels oil and other dirt.

 

Certificaten

EN ISO 20345: 2011

Veiligheidsnorm voor veiligheidsschoenen.

Lees meer
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